
TECHNICAL DATA SHEET
TSS Haemmerlin Chute

Length 1.10m / usable 0.85m
Overall width 0.62m

Weight 6.7 kg.
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NOTE                 •All personnel must wear

      appropriate PPE and fall protection      	
                     equipment when working  
                     at height.
                   •All personnel must be 
                   •trained on working safely 
                   •at height and correct use 
      of Fall Protection equipment.

Features & Benefits:
•  Injection moulded using a top quality polypropylene 
    copolymer to produce a light, strong and shock resistant product.
•  Inner ribbing for additional strength. 
•  Reinforcement of the wear zones and the upper edge. 
•  Reinforced fixing system with safety mechanism
•  Resistance of the chains: 1000 kg / chain.
•  Light and handy rubbish chutes, easy to set up and to transport    	
    (stackable).

1.10m

0.62m
RUBBISH CHUTE

Length 1.10m / usable 0.85m
Overall width 0.62m x 0.74m 

Weight 8.3 kg.

Features & Benefits:
•  Top or intermediary hopper to facilitate rubbish evacuation on 
    building sites.
•  Injection moulded using a top quality polypropylene 
    copolymer to produce a light, strong and shock resistant product.
•  Inner ribbing for additional strength. 
•  Reinforcement of the wear zones and the upper edge. 
•  Reinforced fixing system with safety mechanism
•  Resistance of the chains: 1000 kg / chain.
•  Light and handy rubbish chutes, easy to set up and to transport  	
    (stackable).

HOPPER CHUTE

1.10m

0.62m

0.74m

Weight 1.4 kg.

Features & Benefits:
•  The moderator slows down the debris and considerably reduces dust  	
    and noise.
•  It also reduces the damage caused by impacts and friction, thus 
    decreasing wear and tear, to increase the service life of chutes.
•  It can be mounted to any chute or hopper section anywhere in the 	
    rubbish chute. (stackable).

CHUTE MODERATOR
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Features & Benefits:
•  The window fixing frame is suitable for mounting to window openings,  	
    sills, parapets etc. It is mounted to the building using the two strut 	
    jacks.
•  It can be mounted to walls of thicknesses between 200 and 400mm.
•  A maximum of 10 chute sections can be attached to a window fixing 	
    frame.
•  Electrogalvanised.

WINDOW FIXING FRAME
Weight 15 kg.

Features & Benefits:
•  It is intended for mounting to a concrete slab (on a balcony or terrace). 	
    It can be mounted to concrete slabs of thicknesses varying between 	
    200mm and 300mm thanks to the two grip jacks.
•  The maximum number of chute sections that can be attached to a 	
    platform fixing frame is 16, for heights up to 40m. Above, consult the 	
    technical notice.
•  Grey painted.

PLATFORM FIXING FRAME
Weight 21.5 kg.

Features & Benefits:
•  It is appropriate for scaffolding, metal structures etc. It can be 
    mounted to a tubular structure or scaffolding using orthogonal 
    couplers or double couplers.
•  The couplers are not supplied with the scaffolding fixing frame.
•  The maximum number of chute sections which can be attached to a   	
    scaffolding fixing frame is 16, for heights up to 40m. Above, consult 	
    the technical notice.
•  Grey painted.

SCAFFOLDING FIXING FRAME
Weight 12 kg.

Hand winch with whipple tree for scaffolding and flag fixing frame.
This hand operated winch is used inconjunction with a fixing frame to 
pull a rubbish chute to the required height.


